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Bimetal pointer thermometer  
   
 

 
 
 
 
 
 
 

Clinging bimetal thermometer  
Type 09 063 : Ø63mm 
Type 09 080 : Ø80mm  
Range °C: 0÷120, option -50÷50, 0÷200;  
Accuracy: 2%; 
Case: stainless→Ø63,steel, ABS→Ø80; 
Slip ring: stainless→Ø63, steel,ABS→Ø80; 
Connection: spiral type, steel;  
 
 

 
 
 
 
 
 
 
 
Type 01 : back connection 
Type 02: bottom connection 
Diameter : Ø63/80/100/160mm; 
Range °C:-20÷60, 0÷100/120/160/200, 
Opt.:-50÷50, -30÷30, -20÷40, -15÷45, 
-10÷70, -10÷60, 0÷40/50/60/80/250; 
Accuracy: 2%, Opt. 1.6,1.0 for type 02;  
Presure on tube protection: max. 6bar; 
Case : steel; 
Plain stem: Ø9mm stainless steel; 
Connection: removable thermowell, 
MS 58, Ø11mm, thread G1/2A; 
Stem length: 45/63/100/150/200mm;    

 
 
 
 
 
 
 
 
Type 03 : bottom connection  
Diameter: Ø100mm; 
Range °C: -30÷50, -20÷60,0÷40/60, 
0÷120/160/200/250/400, 
Opt.: -10÷50,0÷80/100, scală °C/°F; 
Accuracy: 1%; 
Pressure on tube protection:  
brass<15bar,steel or stainless<25bar; 
Case : stainless steel; 
Plain stem: Ø8mm, stainless steel; 
Connection: with taking up; 
Stem length: 45/63/100/160/200/250/ 
300/400mm, others on request; 
Protection: IP 43; 

 
 
 
 
 
 
 
 
 

 
 

Type 10 : back connection  
Diameter: Ø100mm, opt. Ø63/160; 
Range °C: -30÷50, -20÷60, 0÷40/60/120 
0÷160/200/250/400, opt. -10÷50,0÷80/100; 
Accuracy: 1%; 
Pressure on tub protection: 
brass < 6bari, stainless steel < 25bari; 
Case : stainless steel; 
Plain stem: Ø8mm, stainless steel; 
Connection: flat, with admission for tube, 
opt. thread G1/2 or M20x1.5; 
Stem length: 45/63/100/160/200/250/300/ 
400mm, others on request; 
Protection: IP 43; 

 
 
 
 
 
 
 
 
 

 
    

With or without filling (max. 300°C) 
Type B11 / B14 : back connection         
Type B12 / B15 : bottom connection 
Type B13 / B16 : every angle ( rotatable  )  
Diameter :Ø63/100/160mm→B11/12/13, Ø63/80/100/125mm→B14/15/16; 
Range °C : 0÷50/60/80/100/120/150/160/200/250/300/4 00/500, 10÷150,  
50÷300/450, 100÷500, -10÷50/110, -20÷40/60/160/180,  -25÷25, -30÷50/70/170, 
-50÷50, -40÷40/60/100/160, others on request; 
Accuracy : 1% (without filling)→B14/15/16, 2% (with filling)→B11/12/13; 
Case  : stainless steel; 
Measuring element: bimetal coil; 
Plain stem: Ø6/8/10mm, stainless steel; 
Stem length : 63 ÷ 1000mm, depending range; 
Connection : G1/2, 1/2 NPT, G3/4, 3/4 NPT, G1A, 1 NPT male or 1 NPT female 
fixed, adjustable or with swivel nut, other on request; 
Pressure: max. 25bar for tube, over 25bar for themowell;   
Protection : IP 65, optional switch; 
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Bimetal thermometer  
for air conditioning  

Type 04 : back connection  
Diameter: Ø63/80/100/160mm, other; 
Range °C: -30÷50, -20÷60, other; 
Accuracy : 2%, option 1%; 
Case  : steel; 
Measuring element: bimetal coil; 
Plain stem : Ø9mm brass; 
Stem length : 100/150/200/250/300mm; 
Connection : brass flange Ø36, movable at 
the plain stem, l = 100,150 200,250,300 mm; 
 
 

  
 
 
  
 
 
 
 

 
Gas filling thermometer 

Type 31 : bottom connection 
Type 32 : back connection 
Type 33 : bottom connection with cable 
Type 34 : back connection with cable 
Diameter: Ø100/160mm, opt. Ø63/80/96x96mm; 
Range °C: -50÷50, -30÷50/120/170, -20÷60/80, 0÷80, 
0÷120/150/160/200/350/400/500/600, 50÷300/400,  
100÷500/600, other request; 
Accuracy: 1%; 
Case  : stainless steel; 
Gas filling : nitrogen (nontoxic), option glycerine or oil; 
Plain stem: Ø8/10/12/13mm stainless steel; 
Stem length : 63/80/89/100/126/140/160/180/186/200/ 
226/230/240/250/276/290mm; 
Connection : G 1/2 B, M20x1.5, G 1/4 B, M24x1.5, M27x2, 
G 3/4 B, stem plain, stem with rotating female nut, with rotating 
male nut, with double ferrule fitting sliding on the stem, with male x 
male thread nipple (more details on the sheet for stems); 
Cable : steel CrNi,  Ø2mm; 
Protection : IP55, opt.IP65; 
Pressure : max. 25bar for stem, over 25bar with tube; 
Temperature : -25 ÷ 60°C; 
External adjustment for pointer +/- 6%; 
Option with contacts; 
 
 
 
 
 
 
 
 
 
  


