
 1 

 
 
 

 
 
 

Digital indicator TRM – 006A 
 
Technical specification:  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Order code: TRM – 006A - □ - A □ - □□                   Dimension (mm):       

 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

TTC  and  TTR K, J, B, T, R, S, N  and   Pt 100, JPt 100 
Current + voltage 4 ÷20mA , 1 ÷ 5Vdc , 0 ÷ 5Vdc , Inputs 
Voltage  0 ÷ 1Vdc, 0 ÷ 10Vdc, 0 ÷ 10mVdc  

Display 7-segment, 4digit  15mm 
TTC  and  TTR ± 0.3 %  + 1 digit  or  ± 3 °C  and  ± 0,9 °C Accuracy 

display  Current + voltage ± 0.3 %  + 1 digit   
Memory element  EEPROM 
Dimensions 48 x 96 x 87 mm ~ 300g 
Power supply 85 ÷ 264Vac / 50 ÷ 60 Hz, option  24Vdc/ac 
Insulation resistance  20MΩ  at  500Vdc 
Withstand voltage 1000Vac, 1 minute 
Operating condition  -20 ÷ 75 °C , 5 ÷ 95 %RH  and  0 ÷ 55 °C , 35 ÷ 85 %RH 

Alarm Relay  0,5 A / 220Vac ( resistance load ) 
Transmission output  6  types 
Delay  1 ÷ 999 sec  
Power adapter 12Vcc – resistance load > 500Ω 

Option 

Communication RS 485  

0 TTC and RTD 
2 0 ÷ 5Vdc, 1 ÷ 5Vdc  and  4 ÷ 20mA 
4 Voltage  0 ÷ 1Vdc 
5 Voltage  0 ÷ 10Vdc 

Input 

6 Voltage  0 ÷ 10mVdc 
B Relay alarm no. 2 
F Transmission output: 1 ÷ 5Vdc 
G Transmission output: 0 ÷ 10Vdc 
H Transmission output: 0 ÷ 10mVdc 
I Transmission output: 4 ÷ 20mA 
K Transmission output: 0 ÷ 1Vdc 
J Transmission output: 0 ÷ 5Vdc 
M Comunication  RS 485  

Option 

Q 12Vdc output for driving sensor 
Power supply  24 Option  24Vac/dc 
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Our company can manufacture any type of thermoc ouple or RTD and can supply equipment of measuring 
and control with in unified signal output. 


