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Vectorial inverter for wall mounting 

 ESW: 0.37 ÷ 4kw  
Features: 

• Power: 0.37 ÷ 4 kw, 1 - 3 phase, 110 –460 Vac, overload 180% for 60 sec. every 10 min; 
• Input: 4 programmable digital input PNP-NPN, 2 programmable analogue inputs 0 – 10V, 4 – 20mA, 0 – 20mA,     

1 encoder input programmable as 2 digital inputs PNP-NPN; 
• Output: 1 programmable relay, 1 programmable analogue output, 0 / ±10 V , 2 analogue output (option),                    

2 programmable digital output; 
• Brake direct current injection, dynamic brake with external resistor, motor potentiometer  with or without memory; 
• Ramp acceleration and deceleration 4 sets linear or “S, PID regulator; 
• Parameters sets remote (< 1000m) or inside keyboard, copy key, Pc serial link; 
• EMC filter inside class A / class B, cooling free air without fan, wall mounting; 
• IP 56 protection degree, protocol CANopen, Device Net, Modbus, Profi Bus, communication RS 485; 

 
Parameters:  

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
Order code : ESW  -□□-□□□-□-□-□-□              

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Type  Power 
[kW] 

Current  
[A] 

Output 
frequency  

Switching 
frequency  

Supply : 200÷260Vac, 1 – 3 phase 
EWS 2M 004 0.37 2.2 
EWS 2M 008 0.75 4.0 
EWS 2M 011 1.1 6 
EWS 2M 015 1.5 10 

Up to 
1000Hz 

Up to  
18kHz 

Supply : 380÷480Vac, 3 phase 
EWS 4T 004 0.37 1.5 
EWS 4T 008 0.75 2.2 
EWS 4T 015 1.5 4 
EWS 4T 022 2.2 5.5 
EWS 4T 030 3.0 6.8 
EWS 4T 040 4.0 9 

Up to 
1000Hz 

Up to 
18kHz 

2M 200-260Vac, 1 – 3 phase 
Voltage  

4T 380-480Vca, 3 phase 
004 0.37 kw → 2M, 4T 
008 0.75 kw →2M, 4T 
011 1.1 kw → 2M 
015 1.5 kw → 2M, 4T 
022 2.2 kw → 4T 
030 3.0 kw → 4T 

Power  

040 4.0 kw → 4T 
X Standard 
A Lift  
F Fan and pump 

Software 

H Spindle  
X Without brake  

Brake  
B With brake 

X RS 485 
Comunication  

S Field Bus 
X Without filter 
A Filter class A Filter 
B Filter class B 

Al. 1 Decembrie 1918 ,  Nr. 17  
Nr. RC : J22 / 1327 / 03     CUI : R15615713 

TEL / FAX : +40 232 760951          MOBIL :  0744 592 172 
www.digital-company.ro          info@digital-company.ro  
 

Our company can provide  electric  
motors and the equipment  of control /  
measurement with output signal for   
the com mand vector ial  inverter . 


